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WARNING!
ROTATING SHAFTS MARKED
ARE NOT SHIELDED.
ANY SHAFT AND COUPLING NOT
GUARDED BY LOCATION MUST BE
SHIELDED BY AN INTERACTIVE
GUARDING SYSTEM.
BONDIOLI & PAVESI DECLINES
RESPONSIBILITY IF PROPER GUARDS
ARE NOT PROVIDED AND MAINTAINED.

 4
71

 

 1
80

 
 8

9 
 2

91
 

 133,5 --0,15
0,40 

 R1,2 

 1
7 

  

 7
 m

in
 

 ANSI 8/16" Z=15 

 1
-3

/8
" Z

=6
 

 66  66 

 378 

 1
-3

/8
" Z

=6
 

 M30x2 

 9
1 

 8
6 

 98,5 

 2
05

 

 113,5 
 212  83 

 38 

    

 38 

 83  185 

 6
8,

6 

 68,6 

N
°8

 M
8

N
°4

 p
er

 la
to

/
   

   
ea

ch
 si

d
e

 210 

 
97

 

 A

Tappo di scarico
Oil drain plug
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Vista parziale da A
Partial view from A
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Tappo di carico, livello e sfiato
Oil filler level and breather plug
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MOZZO COD.298614000
DA ORDINARE E
SPEDIRE SEPARATAMENTE
HUB COD.298614000 SUPPLIED
AND SHIPPED SEPARATELY

VERNICIATURA / Painting
COLORE VERNICE

Paint Color
NERO "RAL 

9005"
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VEDI SCHEMA / See Scheme NY30700014
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